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Powerful Core, Worry-Free Performance
With octa-core 2.0 Hz high performance processor, standard 4GB(RAM)+ 
64GB(ROM), this device can run main-stream apps smoothly. Equipped with 
12nm technology, the power consumption control works better, system is 
smoother and more stable, with longer life standby. 
The leading Android 11.0 enables the system more stable and safe, the 
power consumption is lower and the battery life lasts longer. The iData OS 
3.0 optimizes the power consumption so that the device can maintenance 
longer time for a single charge. The excellent compatibility also makes the 
device more friendly to more devices. 

Ultra-Thin Big Screen, Built for Portability 
The sharp cutting design of the whole machine, together with the small arc 
design on both back and corners, makes the device more ergonomic for 
users. It’s burden-free to take it wherever you work with only 258 g weight.
The 5.5-inch full HD large screen makes it easy to read the screen 
information even in an outdoor bright environment. The screen supports 
wet hands and gloves operation, and the screen can be operated without 
taking off gloves while carrying goods.

Longer Battery Life with Backup Battery 
The 4650mAh battery can survive a full-shift. Thanks to the detachable 
design, you can simply get things ready by replacing a new battery. 
There’s a built-in backup battery in the device so that you can replace the 
battery without restarting the device. You can keep working and scan 
nonstop. 

Rugged Designed for Harsh Work Environments
With IP65 ingress protection, you can always scan confidently no matter in 
interior or field work. The device works longer because it can survive the 
water or dust invasion with a lower product failure rate.
Survives multi-drops to concrete at 1.5m. The users can pick up the device 
which was dropped accidently, and work continuously without interruption. 
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iData T3 Specifications

WUXI IDATA TECHNOLOGY COMPANY LTD.
Headquarters: Floor 11, Building B1, Wuxi (Binhu) National Sensing Information Center,

No.999 Gaolang East Road, Wuxi City,Jiangsu Province ,P.R.C.

TELL:4008-838-268

website

WEB:www.idataglobal.com
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The information of iData products and software service may change. Please contact your iData sales representative for details.

Processor

Operating System

Memory (ROM+RAM)

SIM

Expansion Slot

Display Screen

Touch Screen

Camera

Flashlight

Keypad

Battery

Audio

Charging Method

Reminder

Vibration Motor

Sensors

Intercom Function

(Optional)

Octa-core 2.0GHz high-performance processor 

Android 11.0

64GB + 4GB (standard)

Two out of three SIM card slots, support dual SIM and dual standby 

* Two out of three SIM card slots: two cards can be held at the same

time, Nano SIM card + Nano SIM card /Nano SIM card +TF card

Micro SD card (up to 256 GB)

5.5-inch, resolution: 1440*720 pixels IPS HD screen

Industrial capacitive screen, support wet-hand operation/glove

mode/multi-touch/gesture operation 

13 megapixels of rear camera, 2 megapixels of front camera,

support auto-focusing 

1A flashlight

5 keypads in total: scan key *2, power key *1, ±volume key *2

4.35V lithium battery, with 4650mAh, detachable, with backup battery 

*Execution standard: GB31241-2014

Built-in microphone

Type-C charging , support 9V/2A, 5V/3A fast charging 

High-power speaker/Vibration reminder/LED reminder

Built-in vibrating motor 

G-sensor/ Proximity sensor/Light sensor

Support one-button PTT calls 

System configurations

Wireless WAN

 (Frequency)

Wireless WAN

（Data modes）

WLAN Function

Bluetooth

GPS

Chinese version:  

2G: B2/B3/B5/B8 

3G: WCDMA: B1/B5/B8, TD-SCDMA: B34/B39

4G: FDD-LTE: B1/B3/B4/ B5/B7/B8, TDD-LTE: B34/B38/B39/B40/B41

GPRS/EDGE 3G/GSDPA 42.2M/HSUPA 11.5M/LTE-DL 150

Mbps/UL 50 Mbps

Wi-Fi 802.11 /a/b/g/n/ac/d/e/h/i/j/k/r/v/w (2.4G + 5G dual-band Wi-Fi)

Bluetooth 5.0, support BLE

GPS/AGPS/ BDS/Galileo/GLONASS/QZSS

Communication transmission

Scanning engine

Size (L*W*D)

Weight
162.2mm*78.5mm*15mm

258g (including the battery) 

USB cable*1, power adapter*1, hand strap*1

4-slot battery charging cradle 

Barcode types

Scanning Accuracy

Scanning Angle

View angle

Motionerror

tolerance

It can scan one dimension /two dimension barcodes 

≧3.33mil 

Pitch:±60°； skew：±45°； tilt：360°

Horizontal：44.3°，Vertical：28.4°，Diagonal：51°

8m/s

USB Interface

OTG Interface 
Type-C (with headset function) *1

Support

Frequency

Reading distance

Communication

protocol

13.56 MHz 

Within 35 mm 

ISO14443A/14443B/15693 

Environmental parameters

Structural parameters

NFC（Optional）

Working 

Temperature

Storage Temperature

Humidity

Drop Specification

Roller Drop 

Specification

Ingress Protection

ESD Protection

 -20℃ - 50℃ 

*Do not charge under low temperature conditions for the

safety concerns

 -40℃~70℃ 

0 - 95% (no moisture condensation)

Multiple drops to concrete floor from the height of 1.5m 

500 times of roller drops from a height of 1 meters

IP68

±15KV (air discharge), ±8KV (contact discharge)

Accessories (standard)
Accessories (optional)

Communication interface

Programming

language

Development API

Development tools

Java

iScan API（Scanning Development kits），Device API（Devicemanagement

/configuration development kits），Android standard interface

Eclipse/Android Studio

Development support

Accessories


